BOLLA WP REMOTE (BOL-WP-R)
(Beluce)

INSTRUCTIONS
IMPORTANT SAFEGUARDS

When using electrical equipment, basic safety precautions should always be followed including the following:

1. READ AND FOLLOW ALL SAFETY INSTRUCTIONS
2. Disconnect power before performing work on electrical equipment.
3. Do not let power cords touch hot surfaces and do not mount near gas or electric heaters.
4. Use caution when servicing batteries. Battery acid can cause burns to skin and eyes. If acid is spilled on skin or eyes, flush with fresh
water and contact a physician immediately.
5. Equipment should be mounted in locations and at heights where unauthorized personnel will not readily subject it to tampering.
6. The use of accessory equipment not recommended by BeLuce Canada Inc., may cause an unsafe condition, and will void the unit’s
warranty.
7. Do not use this equipment for other than its intended purpose.
8. Servicing of this equipment should be performed by qualified service personnel.
9. SAVE THESE INSTRUCTIONS!
INSTALLATION
SURFACE MOUNTING
1. Open the unit by unscrewing the two (2) lens screws.
2. Peel the backing from the surface gasket. Position and stick the gasket to the back on the mounting plate.
3. Mount the unit securely to the junction box ensuring gasket seal.
4. Connect DC for 6V, 12V or 24V DC service.
5. Position lamps to provide best lighting distribution. Manually rotate or twist lamp to desired position.
6. Close lens and secure with (2) screws, hand tighten is recommended and maximum torque is 6 inch Ibs (0.7 N m).
MAINTENANCE
1. Clean lens on a regular basis.

NOTE: The servicing of any parts should be performed by qualified service personnel only. The use of replacement
parts not furnished by BeLuce Canada Inc., may cause equipment failure and will void the warranty.
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PARTS LIST

1.Lens Screw
2.Lens

3.MR16 Lamp Holder
4. MR16 LAMP

5. Mounting Plate

6. Mounting Gasket

BeLuce Canada Inc., 3900 14th Avenue, Unit 1, Markham, ON L3R 4R3 P: (905) 948-9500 F: (905) 948-8673

926000436



BOLLA WP A DISTANCE (BOL-WP-R)
(Beluce)

T

1.

2.
3.
4

o

©o~N®

INSTRUCTIONS
MESURES DE PROTECTION IMPORTANTES

oujours prendre les précautions d’'usage pour employer un équipement électrique, notamment les mesures suivantes:

VEUILLEZ LIRE ATTENTIVEMENT ET OBSERVER TOUTES LES CONSIGNES DE SECURITE.

Toujours débrancher I'unité de I'alimentation électrique avant I'entretien ou une réparation.

Ne pas laisser le cordon entrer en contact avec une surface chaude. Ne pas installer prés d’un chauffage au gaz ou électrique.
L’equipement doit &tre installé dans un endroit et a une hauteur ou il ne sera pas soumis & un usage intempestif par un personnel non
autorisé.

L’usage de tout appareil auxiliaire non recommandé par BeLuce Ganada Inc. peut causer une condition non sécuritaire et annulera la
garantie de l'unité.

Ne pas employer cet équipement pour un usage autre que celui prévu.

La maintenance de cet équipement doit &tre effectuée par le personnel de maintenance qualifié.

Consulter le Code du batiment et vérifier les méthodes de cablage et d’installation conformes.

VEUILLEZ CONSERVER CES INSTRUCTIONS!
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INSTALLATION

MONTAGE EN SURFACE

Ouvrir 'unité en dévissant les deux (2) vis de la lentille et les deux (2) vis du couvercle.

Réassembler a la boite de jonction et vérifier le joint d’&tanchéité.

Connecter le C.C. pour le service de 6 V, 12V ou 24 V.

Positionner les lampes/tétes de maniére a fournir la meilleure distribution lumineuse.

Pivoter manuellement chaque téte a la position voulue.

Refermer la lentille et fixer & I'aide des deux (2) vis. Il est recommandé de serrer a la main, le couple maximal étant de 0,7 N m.
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ENTRETIEN
Nettoyer régulierement la lentille.
OTE : L'entretien et la réparation doivent étre effectués par un personnel d’entretien qualifié. L’usage de piéces de
rechange provenant d’un autre fabricant que BeLuce Canada Inc. peut causer une défaillance prématurée de
I'equipement et annulera toute garantie.
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LISTE DES PIECES

1. Vis de lentille

2. Lentille

3. Porte MR16
4.Lampes MR16

5. Plaque de montage
6. Joint d’étanchéité
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